POMPE

Closed and open impeller

Girante chiusa e aperta @ H D M H G M

T-1455 | 08/08/22

Ingombri monoblocco Close coupled pump Overall dimensions
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Dimensioni Flange - Dimensions Flanges EN 1092-1
DNa- DNm 25 32 40 50 65 80 100 125
CF 85 100 110 125 145 160 180 210
CE 115 140 150 165 185 200 220 250
iF 14 18 18 18 18 18 18 18
- zF 4 4 4 4 4 8 8 8
ACCOPPIAMENTO POTENZA - POLARITA / GRANDEZZA MOTORE
POWER - POLARITY / MOTOR SIZE COUPLING
T GRAND. 71 80 80 90S 90L 100L 112M 1328 1328 132M | 160M | 160M 160L 180M
kW 0,55 0,75 1,1 1,5 2,2 3 4 55 7,5 9,2 11 15 18,5 22
R GRAND. 80 80 90S 90L 100L 100L 112M 132S 132M | 132M | 160M 160L 180M 180L
kw 0,55 0,75 1,1 1,5 2,2 3 4 55 7,5 9,2 11 15 18,5 22
6POLI GRAND. 80 90S 90L 100L 112M 132S 132M | 132M | 160M 160L 180L - - -
kW 0,55 0,75 11 1,5 2,2 3 4 55 7,5 11 15 - - -

Quote e pesi suscettibili di variazione

@ Quota indicativa puo variare in funzione della marca del motore

Dimensions and weights are subject to variation Not binding dimension that can change according to motor brand
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Closed and open impeller
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Ingombri monoblocco Close coupled pump Overall dimensions
Pompa l_ipo Grandezza n_wlore DIMENSIONI-DIMENSIONS [mm] w:i;;‘; "
Pump size Motor size Tkg]

DNa | DNm a f h h2 b c mi m2 ni n2 s1 s2 w T(a)
80 40 25 61 187 | 155 | 157 23 75 300 | 220 | 203 | 183 10 3 177 | 490 29
90 40 25 61 187 | 165 | 157 23 75 300 | 220 | 218 | 198 10 3 196 | 535 33
216 100 40 25 61 207 | 155 | 157 25 55 280 | 200 | 240 | 218 12 3 240 | 593 47
112 40 25 61 207 | 167 | 157 25 55 280 | 200 | 270 | 248 12 3 247 | 597 54
25-19 VEDI HDM 25-16 SEE HDM 25-16®
80 50 32 80 194 | 155 | 160 23 75 300 | 220 | 203 | 183 10 3 184 | 516 30
90 50 32 80 194 | 165 | 160 23 75 300 | 220 | 218 | 198 10 3 203 | 561 34
32-16 100 50 32 80 214 | 155 | 160 25 55 280 | 200 | 240 | 218 12 3 247 | 619 48
112 50 32 80 214 | 167 | 160 25 55 280 | 200 | 270 | 248 12 3 254 | 623 55
132 50 32 80 234 | 162 | 160 29 30 340 | 220 | 326 | 304 14 4 302 | 732 78
32-20 VEDI RSM 32-20 SEE RSM 32-20
80 65 40 80 198 | 155 | 160 23 75 300 | 220 | 203 | 183 10 3 188 | 520 31
90 65 40 80 198 | 165 | 160 23 75 300 | 220 | 218 | 198 10 3 207 | 565 35
40-16 100 65 40 80 218 | 155 | 160 25 55 280 | 200 | 240 | 218 12 3 251 | 623 49
112 65 40 80 218 | 167 | 160 25 55 280 | 200 | 270 | 248 12 3 258 | 627 56
132 65 40 80 238 | 162 | 160 29 30 340 | 220 | 326 | 304 14 4 306 | 736 79
40-20 VEDI RSM 40-20 SEE RSM 40-20
80 80 50 100 | 203 | 155 | 180 23 75 300 | 220 | 203 | 183 10 3 193 | 545 33
90 80 50 100 [ 203 | 165 | 180 23 75 300 [ 220 | 218 | 198 10 3 212 | 590 37
50-16 100 80 50 100 | 223 | 155 | 180 25 55 280 | 200 | 240 | 218 12 3 256 | 648 50
112 80 50 100 | 223 | 167 | 180 25 55 280 | 200 | 270 | 248 12 3 263 | 652 57
132 80 50 100 | 243 | 162 | 180 29 30 340 | 220 | 326 | 304 14 4 311 | 761 81
80 80 50 100 | 221 | 155 | 200 23 75 300 | 220 | 203 | 183 10 3 211 | 563 39
90 80 50 100 | 221 | 165 | 200 23 75 300 | 220 | 218 | 198 10 3 230 | 608 43
100 80 50 100 | 241 | 155 | 200 25 55 280 | 200 | 240 | 218 12 3 274 | 666 57
2020 112 80 50 100 | 241 | 167 | 200 25 55 280 | 200 | 270 | 248 12 3 281 | 670 64
132 80 50 100 | 261 | 162 | 200 29 30 340 | 220 | 326 | 304 14 4 329 | 779 88
160 80 50 100 | 291 | 210 | 200 45 50 500 | 350 | 404 | 364 15 5 351 | 932 180
80 100 65 100 | 230 | 155 | 200 23 75 300 | 220 | 203 | 183 10 3 220 | 572 40
90 100 65 100 | 230 | 165 | 200 23 75 300 [ 220 | 218 | 198 10 3 238 | 617 44
100 100 65 100 | 250 | 155 | 200 25 55 280 | 200 | 240 | 218 12 3 282 | 675 58
616 112 100 65 100 | 250 | 167 | 200 25 55 280 | 200 | 270 | 248 12 3 290 | 679 65
132 100 65 100 | 270 | 162 | 200 29 30 340 | 220 | 326 | 304 14 4 338 | 788 89
160 100 65 100 | 300 | 210 | 200 45 50 500 | 350 | 404 | 364 15 5 360 | 941 181
90 100 65 100 | 229 | 190 | 225 31 100 | 370 | 220 | 234 | 207 12 4 237 | 613 50
100 100 65 100 | 249 | 200 | 225 31 100 | 370 | 220 | 254 | 227 12 4 272 | 671 64
65-20 112 100 65 100 | 249 | 212 | 225 31 100 | 370 | 220 | 284 | 257 12 4 279 | 675 7
132 100 65 100 | 269 | 212 | 225 31 80 400 | 300 | 325 | 298 12 4 297 | 784 94
160 100 65 100 | 299 | 210 | 225 45 50 500 | 350 | 404 | 364 15 5 359 | 937 187
90 125 80 125 | 236 | 190 | 225 31 100 | 370 | 220 | 234 | 207 12 4 245 | 648 51
100 125 80 125 | 256 | 200 | 225 31 100 | 370 | 220 | 254 | 227 12 4 279 | 706 65
80-16 112 125 80 125 | 256 | 212 | 225 31 100 | 370 | 220 | 284 | 257 12 4 286 | 710 72
132 125 80 125 | 276 | 212 | 225 31 80 400 | 300 | 325 [ 298 12 4 304 | 819 95
160 125 80 125 [ 306 [ 210 | 225 45 50 500 | 350 | 404 | 364 15 5 366 | 972 188
90 125 80 125 | 236 | 190 | 250 31 100 | 370 | 220 | 234 | 207 12 4 245 | 648 52
100 125 80 125 | 256 | 200 | 250 31 100 | 370 | 220 | 254 | 227 12 4 279 | 706 66
80-20 112 125 80 125 | 256 | 212 | 250 31 100 | 370 | 220 | 284 | 257 12 4 286 | 710 73
132 125 80 125 | 276 | 212 | 250 31 80 400 | 300 | 325 | 298 12 4 304 | 819 97
160 125 80 125 | 306 | 210 | 250 45 50 500 | 350 | 404 | 364 15 5 366 | 972 189
Quote e pesi suscettibili di variazione @ Quota indicativa puo variare in funzione della marca del motore ®) Solo per serie HDM
Dimensions and weights are subject to variation Not binding dimension that can change according to motor brand Only for HDM type
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